Příloha č. 1 - Technická specifikace 


	Název veřejné zakázky: 
	Komponenty pro vědecké výpočty - KDSS


	Název DNS: 
	Dynamický nákupní systém pro ICT vybavení pro potřeby Matematicko-fyzikální fakulty Univerzity Karlovy

	Druh zakázky: 
	Veřejná zakázka na dodávky 

	Postup podle: 
	Veřejná zakázka je zadávána v souladu s ust.               § 141 ZZVZ 

	Lhůta pro podání nabídek: 
	23. 3. 2020, 10:00 hodin 

	
	


Specifikace předmětu veřejné zakázky:

1ks – procesor pro socket FCLGA3647 dle minimální specifikace níže:
· Počet jader 8
· Počet threadů 16

· Základní frekvence 2.20 GHz

· Max turbo frekvence 3.20 GHz

· Cache 11 MB

· # of UPI Links
2

· Maximálně TDP 70W

· Embedded Options Available

· Max Memory Size (dependent on memory type) 1 TB

· Memory Types
DDR4-2400

· Maximum Memory Speed 2400 MHz

· Max # of Memory Channels 6

· ECC Memory Supported

· Scalability 2S

· PCI Express Revision 3.0

· Max # of PCI Express Lanes 48

· Socket FCLGA3647

2ks – SFF-8087 -> 4×SATA+SGPIO 70cm kabel dle minimální specifikace níže

· Length
70/70/70/70/70 cm

· Cable type MiniSAS Breakout Cables

· Connectors MiniSAS (SFF‑8087) and SATA

1ks – síťová karta 2x 1GbE dle minimální specifikace níže
· Supports standard (FH) and low-profile (LP) form factor
· PCI Express 2.1 (2.5GT/s or 5GT/s)
· 2 RJ-45 ports
· Intel® I/O Acceleration Technology (I/O AT)
· VMDq, Next-Generation VMDq, and PC-SIG SR-IOV for Virtualized Environments
· Jumbo Frame Support up to 9.5KB
· IEEE 802.3az Energy Efficient Ethernet (EEE)
· Low Power Consumption (4W Typical)
· iSCSI Remote Boot Support
· Flexible I/O Virtualization and Quality of Service (QoS)
· PXE Boot Support 
· IEEE 802.3 auto-negotiation for speed, duplex, and flow control 

· IEEE 802.3x and 802.3z compliant flow control support 

· Automatic cross-over detection function (MDI/MDI-X) 

· 1Gb/s Ethernet IEEE 802.3, 802.3u, 802.3ab PHY specifications Compliant 

· IEEE 1588 protocol and 802.1AS implementation

· IEEE 802.3az Energy Efficient Ethernet (EEE) which reduces power consumption of the PHY by about 50% 
· Power consumption: 4W 

· VM to VM Packet forwarding (Packet Loopback) 

· Flexible Port Partitioning: 32 Virtual Functions 

· IEEE 802.1q VLAN support - IEEE 802.1q advanced packet filtering 

· TCP/UDP, IPv4 and IPv6 checksum offloads 

· Low Latency Interrupts 

· Tx TCP segmentation offload (IPv4, IPv6) increases throughput and lowers processor usage 

· Receive Side Scaling (RSS) for Windows environment, Scalable I/O for Linux environments 

· Jumbo Frames support up to 9.5K Bytes 

· Intelligent interrupt generation
· Preboot eXecution Environment (PXE) support
Minimální záruka je 24 měsíců. Zboží musí být nové. Nesplnění jakékoliv požadované technické specifikace znamená vyřazení ze zadávacího řízení. Dodavatel musí být schopen zboží dodat do týdne od ukončení řízení.
